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The process of digital printing of decals is very simple and fast. Our technology enables you in few seconds produce the
decals for the decoration of ceramic tiles, ceramic objects, porcelain, glass and glazed metal. The technology can be also
used to make beautiful decorative elements, like as: customized bathrooms, kitchens and swimming pools. Tableware
and Glassware with personalized art, logos or images. Souvenir and gadget decoration, pottery, special occasion
moments and Funeral Art. Application possibilities are countless. We provide the technology, you provide the idea!

STEP 1

The process starts by choosing the initial image which you want to apply on the decorative
support: ceramics, porcelain, glass or glazed metal. The image can be chosen from a journal,
book, photo, etc.

STEP 2

The chosen image is scanned using high resolution. It is also possible to use
digital images from CD, Internet.

Creation or elaboration of the image by using graphic softwares, such as
Adobe Photoshop, Corel Draw or Quark Xpress: correction of the colors,
replacement of the background, etc.

STEP 3
Digital Ceramic Printing System maodified by our technical personnel and working
, with our ceramic toners is used for image printing. To make decal production
’Wmﬁm‘_‘d’/ easier the CALCOPRINT paper was invented by BALTEA D.C. It's enough you
‘ m print the image on Calcoprint paper, apply it on the ceramics and fire.
- For those who prefer traditional way of covercoating, they can print the image on
decal paper and use on of the following ways to covercoat it:
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STEP 4

The decal is cut and immersed in the water until it is separated from the paper.
Then, carefully apply the decal on the object and eliminate excess water by using
a small rubber spatula. Now the object is ready for firing.

STEP 5

The firing can be done in industrial kilns or small pottery kilns.

Our technical personnel will give you complete information about firing cycles and
temperatures.

After firing the article is either ready for use or can be enriched furthermore by
applying additional materials, for example gold and platinum decorations.

The articles made by this technology are UV and water resistant. They can be
used as for inner and outside decorations. The colors don‘t vanish even after 50
years.
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